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Product Information: 
 

  Box69 is a forecourt controller as well as protocol converter supporting various fuel dispenser protocols. It is designed to 
connect fuel dispensers of different brands to a POS system via a single protocol. Different pumps with various interfaces could 
be combined in one Box69 and converted to only one of the supported by the POS interfaces. 
  Box69 provides know-how in the area of the fuel dispensers which is the result of more than 10 years of experience in this area. 
Its flexible modular architecture and variety of supported protocols gives reliable dispenser control to the point-of-sale system. 
The POS suppliers can therefore focus entirely on the retail automation and more and more complex POS application 
requirements relying on the Box69’s recourses for handling the fuel pumps control.. 
 

FORECOURT CONTROLLER SYSTEM 

• IFSF-LON pumps 
 

• Tokheim UDC 
 

• Wayne DART 
 

• Gilbarco CL 
 

• Nuovo Pignone 
 

• Hectronic Kienzle ER3/5 
 

• Saltzkotten Kienzle  EC2000 
 

• Scheidt&Bachmann V11 
 

• Tatsuno-Benč PDE 
 

• Schwelm ZSR 
 

• Email VISION 
 

• Petrotec HDX 
 

• Hong Yang 
 

• Hengshan HS01 
 

• Daisy C-100 

Supported Fuel Dispensers Protocols: 

Application areas: 

• Petrol stations with centralized pump control 
 

• In synergy with Point of Sale systems (POS)  
 

• For converting unsupported pump protocols 
 

• As forecourt controller connected to a POS 
 



Fuel Dispensers of same 
or mixed type 

 Rohé Box69 is designed to manage up to 3 different types 
of dispenser-modules or maximum 16 fuelling points (FP).  
Each dispenser-module has 4 dispenser connectors 
(channels) and supports 4 or 8 FP’s depending on the type 
of the connected pump. The Box69 provides connection to 
a point-of-sale system (POS) via one of the following 
protocols – Tokheim UDC, Gilbarco Logitron or IFSF LON. 
The Box69 unifies the pumps interfaces to only one which 
simplifies the POS operation.  

Box69 

POS System 

Combines  different fuel 
dispensers protocols 

Technical Information 
Mains Voltage 230 VAC, +10 / -15 %, 50 Hz  
Protection Class IP44 
Temperature Range - 10 °C to 55 °C 
Dimensions H 535 x W 185 x D 145(normal)                                                                         

H 340 x W 185 x D 145(mini) 
Weight Approx. 4 kg 
Supported POS protocols IFSF, Tokheim UDC, Gilbarco Logitron 
IFSF interfaces to POS IFSF over LON, IFSF over TCP/IP 
UDC interfaces to POS RS422, RS485, RS232 
Maximum number of pumps connected 16 (UDC), 8 (IFSF-LON) 
Remote access TCP/IP 
Data logging USB memory stick, RS232 channel 
Firmware update Via USB memory stick 
Non-volatile information kept Totalizers, Last pending transaction, Configuration 
Configuration possible Via a configuration file stored on USB memory stick 
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Unified and straightforward 
POS protocol 


